CRT 

17" (16.0" VIS) High Performance, 
Professional FST CRT, 
Anti-Reflection & Anti-Static Coating 

MAXIMUM RESOLUTION 
1 280x1 024 @60Hz 

DOT PITCH 

0.24mm Horizontal Dot Pitch 
(0.27mm Dot Pitch) 

FREQUENCY 
Horizontal: 30~72KHz 
Vertical: 50~160Hz 

BANDWIDTH 
110MHz 

SIGNAL CONNECTOR 
15-pin D-Sub. (Analog R,G,B) 

FEATURES 
Superb Image Quality 
On-Screen Digital Controls 
Plug & Play (VESA DDC 2B) 
PC & Mac* Compatible 
Tilt & Swivel Base 

REGULATORY APPROVALS 
UL, CSA, DHHS, FCC Class B, 
MPRII 

POWER SUPPLY 
100-240 VAC, 50/60 Hz, 
Auto Switching 

MONITOR DIMENSIONS 

15.7"(W)x 15.6"(D)x 16.6"(H) 
398mm(W) x 395mm(D) x 423mm(H) 

BOX DIMENSIONS 

20.9"(W) x 22.2"(D) x 18.1"(H) 
530mm(W) x 565mm(D) x 460mm(H) 

WEIGHT 

Net: 36.1 lbs./ 16.4 Kg. 
Gross: 40.5 lbs. / 18.4 Kg. 

WARRANTY 

3 Year Limited Parts & Labor 

KDS Advanced Replacement Express Service 


VS- 7xp 


17" Professional FST Monitor 



With unprecendented image quality in a 17-inch design, 
the new VS-7xp is unquestionably the monitor of choice 
for home users and business professionals. With a 
0.24(H)mm dot pitch for crisp images and high refresh 
rates that eliminate eye strain, the VS-7xp is the ideal 
solution for the home or office. 
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